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  Parts List

NO. QTY. DESCRIPTION
1 2 Handle Mount

2 1 Handle Tube

3 1 Lid Assembly

4 1 Hopper Shrouding

5 1 Hopper Lid Assembly

6 1 Hopper Heat Shield - Top

7 1 Warming Rack

8 1 Body Assembly

9 1 Ash Tray Assembly

10 1 Hopper Assembly

11 1 Left Shelf Assembly

12 1 Controller Assembly

13 1 Temperature Probe Bracket

14 1 Temperature Probe 

15 1 Front Shelf Assembly

16 1 Hopper Cart Support

17 1 Hopper Gasket

18 1 Hopper Heat Shield - Bottom Front

19 1 Hopper Heat Shield - Bottom Rear

20 1 Hopper Assembly - Bottom

21 1 Hopper Door Assembly

22 1 Hopper Lid Handle

NO. QTY. DESCRIPTION
23 1 Hopper Lid Latch

24 2 Smoke + Sear Grates

25 1 Heat Manifold (Grill)

26 1 Front Leg Cross Brace

27 1 Bottom Shelf Assembly

28 1 Heat Manifold Support

29 1 Bottom Tray Assembly

30 1 Meat Probe

31 1 Antenna

32 1 Left Rear Leg Assembly

33 1 Left Front Leg Assembly

34 1 Right Rear Leg

35 1 Right Front Leg

36 1 Air Intake Slide (Small)

37 1 Heat Intake Slide (Large)

38 1 Grease Tray

39 1 Wheel Axle with Lock Nut / 3 Washers / 2 Bushings

40 2 8� Wheel

41 1 Power Cord + 3 Plugs

42 1 Charcoal Grate Assembly

43 2 Lid Handle Washer

44 2 Mica Plate

�	 BEFORE ASSEMBLY READ ALL INSTRUCTIONS CAREFULLY.
�	 Assemble on a clean �at surface.
�	 Recommend assembling on cardboard to avoid oil residue on �oors or scratches.
�	 Gloves recommended for assembly. Hopper gasket is �berglass and will irritate skin.
�	 Tools needed: Phillips head screwdriver, adjustable wrench, 19mm socket wrench. 
�	 Approximate assembly time: 1 hour, 45 minutes.
�	 Recommend two people assemble to increase ease and reduce assembly time.
�	 Actual product may differ from picture shown.
�	 It is possible that some assembly steps have been completed in the factory.
�	 Remove all printed labels from the grill and hopper before use. 

5



17

1

2

A

A
A

A

A

A

20

17

X6
A

X4
B

22

23

B 
B 

B 

B 

1 2



18

19

18

19

3

4

X9
A

A

A

A

A

35

34

A
A

A
A

A

33

19

18B

B

X4
B

B

B



19

A
A

A
A

5

6

X8
A

X2
D

X2
F

27

A

A

AA

26
D

F

D

35

F

X4
A

X4
E

A/E

A/E

A/E

A/E

16

16

X1
I

I



20

8

40

40

39

40

H
G

G

H G G

G

X3
G

X1
H

X5
A

X2
D

X2
F

33

D
F

D

F

2633

A

A
A

A

A

7

X1
I

I



21

9

10

21

21

42

9



22

2

1

1

43

43
C

C

X2
C

11

12

29



23

13

14

37

36

38



24

15

16

X4
A

A 

A 

A A 

X4
A

15

A 
A 

A 

A 

11

44

44
12

31



25

17

18

28

28

B 

B 

25



19

20

26

24

24

7



27









  Operating Instructions

31

Power ON/Off/Pause Controller:
1.	 Press button to power controller ON.
2.	 Single press while on = PAUSE FUNCTION 
3.   Long press while on = Power OFF

	 CONTROL PANEL

Set Temperature:
1.	 Press button.
2.	 Turn knob to desired temperature.
3.	 Press button again to set temperature 

(Temperature will automatically set after 3 seconds.)

Set Time:
	 �	 Countdown Timer
	 1.	Press button.
	 2.	Turn knob to desired hours.
	 3.	Press button to set hours.
	 4.	Turn knob to desired minutes.
	 5.	Press button to set minutes. The timer will start.
	 6.	Press button to pause and resume timer.
	 7.	 Press and hold button to reset timer.

�	 Count Up Timer
	 1.	Press and hold button.
	 2.	Timer will begin counting up from 00:00.
	 Timer will count by Minutes:Seconds and
	 then Hours:Minutes.
	 3.	Press button to pause and resume timer.
	 4.	Press and hold button to reset timer.

Set Temperature From F” to C” :
1. 	 With power off, hold set temp 

button
2.	 Press power button

3.	 Unit powers up with �F� or  
�C� �ashing on display 

4. 	 Use knob to select temp unit
5.	 Press set temp to con�rm

Set Meat Probe Temperatures:
1.	 Press button and turn knob to select meat probe (MP1, MP2, MP3, MP4). Press button again.
2.	 Press temperature button.
3.	 Turn knob to desired temperature.
4.	 Press temperature button again to set the temperature.
	 (If meat probe reaches 300°F, an alarm will sound and the meat probe must be removed from heat 

and given time to cool. Meat probe will be damaged if left at this temperature.) 
* NOTE: Meat probe icon will �ash while in setting mode.

5.	 Once set temperature is reached, alarm will sound. Press any button to clear.

Viewing Information on Display:
	 �	 Turning the knob will advance the display through grill temperature, timer and meat probes; 

MP1, MP2, MP3 and MP4.

Pause Function:
The grill is equipped with a PAUSE function to better help maintain set temperatures when the lid is opened. 
	 � When cooking at temperatures over 500°F (260°C) ensure the PAUSE function is enabled BEFORE 
         opening your grill lid. 
	 � The pause function will stop the fan to ensure there is not a spike in temperature when opening the lid. 
	 � To engage the PAUSE function, press the power button (the controller will display HOLD). 
	 � To resume to normal temperature maintenance and to reactivate the fan, press the power button again. 

Meat
Probe
Jacks
















